
Prelaminated Panels

Cabernet
12038

Treasure Chest
32059

Cadet Blue
42000

Pinstripe
52070

Polar White
62000

.028
Prelaminated

Colors Available

Standard KYDEX Prelaminated
Panels consist of a .028” layer
of durable KYDEX acrylic/PVC
sheet factory bonded to a 3/8”
fire-rated particle board or a
3/8” oriented strand board in
2’x8’, 2’x10’, 4’x8’, and 4’x10’
sizes, with other thicknesses,
substrates and sizes available.
Panels are provided with a
factory-bonded backer sheet.

Color-matched moldings facilitate rapid
installation, and provide a “finished”
appearance with hidden fasteners, if desired.
Color-matched caulking seals out moisture
and contamination.

The KYDEX surface material provides an
extremely durable, fire-retardant barrier that
resists scuffs, gouges, abrasions, and high
impact. It is also resistant to harsh chemicals,
allowing most graffiti to be removed using
strong cleansers, with no staining or fading.
These and other unique properties have made
KYDEX sheet a preferred Class 1/A protective
surface whose popularity has grown steadily
since its introduction since 1965.

Kydex Panels are attractive and do not appear like
institutional surfaces.

Surface burning characteristics (flame spread and
smoke developed) are classified by Underwriters
Laboratories, Inc. and meet Class I/A or Class II/B fire
code requirements.

For interior use only.

Not recommended for applications where temperature
may exceed 120ºF (48.9ºC).

Not recommended for horizontal surfaces where hot
items may be placed, such as kitchen countertops or
fast food checkout counters.

Not recommended for use in standing water, as edge
swelling and absorption by substrate will occur.

Also available is a hidden aluminum divider with black
anodized finish.

Physical and Engineering
Properties of Kydex .028”

Abrasion Resistance - ASTM D-1044 ....................0.038%

Hardness - Rockwell ASTM D-785.............................R-94

Flame Spread - ASTM E-84...........................................25

Smoke Developed- ASTM E-84 .....................................40

Thickness Level of Abuse/Examples
.028” MEDIUM
(0.7 mm) std. Wheelchairs, carts,

luggage, lobbies, 
.040” pedestrian elevator areas
(1.0 mm) and corridors, etc.

.060” HEAVY
(1.5 mm) Portable diagnostic equip-

ment, gurneys, hand-trucks
.080” service elevator areas
(2.0 mm) and corridors, etc.
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SPECIAL ORDER PANELS
(Higher minimums, cost and lead

times may vary)

5 standard colors in stock
28 standard colors available on
short lead times

P-1 Haircell

.028” (0.7 mm)

Fire-rated particle board and
oriented strand board.

200 Special order colors and
unlimited custom colors.

P-1 Haircell, P-3 Velour Matte, P-
E Smooth Nap, P-7 Stipple, (P-7
stipple not available in .028”)

.028” (0.7 mm) .040” (1.0 mm)

.060” (1.5 mm) .080” (2.0 mm)

Fire-rated particle board, non-fire-
rated particle board, oriented
strand board, and plywood. Other
substrates also available.

3/8” (9.5mm) 1/2” (12.7 mm)
Other thicknesses also available

Other panel sizes available.
24” x 96” (.061m x 2.44m)
24” x 120” (0.61m x 3.05m)
48” x 96” (1.22m x 2.44m)”
48” x 120” (1.22m x 3.05m)*

3/8” (9.5 mm)
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